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§86.1805-01 Useful life.

(a) For light-duty vehicles and light-
duty trucks, intermediate useful life is
a period of use of 5 years or 50,000
miles, whichever occurs first.

(b) Full useful life is as follows:

(1) For light-duty vehicles and light
light-duty trucks full useful life is a
period of use of 10 years or 100,000
miles, which ever occurs first.

(2) For heavy light-duty trucks full
useful life is a period of use of 11 years
or 120,000 miles, which ever occurs
first.

(3) For complete heavy-duty vehicles,
the full useful life is a period of use of
11 years or 120,000 miles, which ever oc-
curs first.

(c) Manufacturers may petition the
Administrator to provide alternative
useful life periods for light-duty trucks
or complete heavy-duty vehicles when
they believe that the useful life periods
are significantly unrepresentative for
one or more test groups (either too
long or too short). This petition must
include the full rationale behind the
request together with any supporting
data and other evidence. Based on this
or other information the Adminis-
trator may assign an alternative use-
ful-life period. Any petition should be
submitted in a timely manner, to allow
adequate time for a thorough evalua-
tion. For light-duty trucks, alternative
useful life periods will be granted only
for THC, THCE, and idle CO require-
ments.

[64 FR 23925, May 4, 1999, as amended at 65
FR 59965, Oct. 6, 2000]

§86.1805-04 Useful life.

(a) Except as required under para-
graph (b) of this section or permitted
under paragraphs (d), (e) and (f) of this
section, the full useful life for all
LDVs, LDT1s and LLDT2s is a period of
use of 10 years or 120,000 miles, which-
ever occurs first. For all HLDTSs,
MDPVs, and complete heavy-duty vehi-
cles full useful life is a period of 11
years or 120,000 miles, whichever occurs
first. This full useful life applies to all
exhaust, evaporative and refueling
emission requirements except for
standards which are specified to only
be applicable at the time of certifi-
cation.

§86.1805-12

(b) Manufacturers may elect to op-
tionally certify a test group to the Tier
2 exhaust emission standards for 150,000
miles to gain additional NOx credits, as
permitted in §86.1860-04(g), or to opt
out of intermediate life standards as
permitted in §86.1811-04(c). In such
cases, useful life is a period of use of 15
years or 150,000 miles, whichever occurs
first, for all exhaust, evaporative and
refueling emission requirements except
for cold CO standards and standards
which are applicable only at the time
of certification.

(c) Where intermediate useful life ex-
haust emission standards are applica-
ble, such standards are applicable for
five years or 50,000 miles, whichever oc-
curs first.

(d) Where cold CO standards are ap-
plicable, the useful life requirement for
compliance with the cold CO standard
only, is 5 years or 50,000 miles, which-
ever occurs first.

(e) Where LDVs, LDT1s and LLDT2s of
the 2003 or earlier model years are cer-
tified to Tier 2 exhaust emission stand-
ards for purposes of generating early
Tier 2 NOx credits, manufacturers may
certify those vehicles to full useful
lives of 100,000 miles in lieu of the oth-
erwise required 120,000 mile full useful
lives, as provided under §86.1861-
04(c)(4).

(f) For interim mnon-Tier 2 LDV/
LLDTSs, the useful life requirement for
exhaust, evaporative and refueling
emissions is 10 years or 100,000 miles,
whichever occurs first.

(g) Where cold temperature NMHC
standards are applicable, the useful life
requirement for compliance with the
cold temperature NMHC standard only
is as follows:

(1) For LDV/LLDTs, 10 years or
120,000 miles, whichever occurs first.

(2) For HLDT/MDPVs, 11 years or
120,000 miles, whichever occurs first.

[656 FR 6852, Feb. 10, 2000, as amended at 65
FR 59965, Oct. 6, 2000; 72 FR 8561, Feb. 26,
2007]

§86.1805-12 Useful life.

(a) Except as permitted under para-
graph (b) of this section or required
under paragraphs (c) and (d) of this sec-
tion, the full useful life for all LDVs
and LLDTs is a period of use of 10 years
or 120,000 miles, whichever occurs first.
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